
87-92 Camaro/Firebird TPI Strut Tower Brace
Item # 2008

1. Locate (3) strut tower bolts on both the passenger and drivers side of the vehicle. Using a wrench make sure the strut 
tower bolt closest to the firewall on both sides are tight. This will help prevent the strut mount from moving.  

2. With the suspension fully loaded loosen and remove both front nuts on strut toward front of vehicle on both sides. Do 
NOT remove nuts closest to firewall from step # 1. 

Note: In most cases removing the (2) front strut nuts on each side will not affect alignment. To be safe before removing 
nuts be sure to mark each nuts location incase the strut may shift slightly. A front end alignment after installation may be 
required. 

3. Carefully install strut tower brace over the studs and center it in the slots as best as possible. Once the brace is 
positioned install a new supplied fender washer on each stud with the original nut. Tighten all (4) strut tower bolts with the 
suspension loaded. 

4. Torque the 5/8” bolts attaching the brace to the mounts to 120 ft lbs. Use a 7/8” wrench to hold the rod eye and tighten 
the jam nuts. 

Drilling (Recommended but Optional)

The mounts of the strut tower brace are supplied with a hole on both the passenger and drivers side. Please follow the 
instructions below for installing an optional bolt. 

1. Once the strut tower brace is installed in its desired location loosen the 5/8” bolts and remove the strut tower brace but 
leave the mounts attached to the vehicle. 
2. Using an 11/32” drill bit drill straight through the hole in the mount and through the fender well. Drill the hole as straight 
as possible. See Image 1 below for an example. 
3. Using the supplied button head bolt and nylon lock nut install it in the drilled hole and tighten in place. Repeat on other 
side. 

Image 1 - Using a hand drill and a 11/32” drill bit drill the hole as straight as possible
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